

                                                                           
          DURALIFE® GENERAL MACHINE OILS                     


 
DURALIFE® GENERAL MACHINE OILS are formulated from naphthenic base oils with the selected additives 
for a variety of mild applications such as circulatory systems for hydraulic systems, vacuum pumps, textile spindles, 
grinders, reduction gears, air compressors, slideways, steam turbines, steam-engine crank-chambers for both rolling 
and plain bearings where extreme pressure and ani-wear doesn’t require much. 
 
BENEFITS :  


• Good thermal and oxidation stability.  
• Low pour point, Low carbon residue forming tendencies minimizes deposit formation in air compressor 


service. It is very good application used in reciprocating ice machine compressors (ISO 32/46/68) with a 
wide range of refrigerants, including ammonia, carbon dioxide, sulfur dioxide, methylene chloride and 
chlorofluorocarbons.  


 
TYPICAL CHARACTERISTICS : 
  
Test Method ISO 10 ISO 22 ISO 32 ISO 46 ISO 68 ISO 


100 
  ISO 
150 


ISO 
220 


ISO 
320 


API Gravity ASTM D287  28.00 25.37 23.99 22.98 22.30 20.98 20.16 19.19 18.55 
Specific Gravity  
@ 15oC (60oF) 


ASTM D1298 0.887 0.902 0.910 0.916 0.920 0.928 0.933 0.939 0.943 


Viscosity @ 40oC, 
cSt 


ASTM D445 10 22 32 46 68 100 150 220 320 


Flash Point, oC (oF) ASTM D92 137.8 
(280) 


162 
(323) 


171 
(340) 


182 
(360) 


192 
(378) 


201 
(394) 


210 
(410) 


217.8 
(424) 


221.7 
(431) 


Pour Point, oC (oF) ASTM D97 -45.5 
(-50) 


-34.2 
(-29.6) 


-28 
(-19) 


-23 
(-10) 


-18.5 
(-1.2) 


-14 
(6.8) 


-9.55 
(14.8) 


-5.55 
(22) 


-2 
(28.4) 


               
 The above characteristics are average values based on recent production .Minor variations 


                    which do not affect product performance are to be expected in normal manufacture . 
 
WARNING :   
Continuous contact with used oil has caused skin cancer in animal tests. Avoid prolonged contact. 
Thoroughly wash exposed areas with soap and water. Keep out of reach of children.  
Don’t pollute. Conserve resources. Return used oil and bottle to collection centers 
      
Reference MSDS Number 12172 database on our website at www.amtecol.com 
 
 
 






