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Firing Mode: Bump fire
Magazine Capacity: 100
Operating Pressure: 70-120 PSI
Fastener Type: 15 Gauge “DA” series 
finish nails

Collation: Adhesive
Height: 11.6”
Length: 13.9”
Width: 4.4”
Weight: 4.8 lb. 

Fastener Range: 1-1/4” to 2-1/2” Includes:
Carrying case, safety glasses, hex wrenches, tool oil, 
1/4” male plug, removable no-mar pad, optional 
sequential trigger kit & instruction manual

15 Gauge 
Angled Finish Nailer
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Rotating belt hook
Lightweight, durable magnesium housing
360° tool-free air exhaust
Tool-free depth adjustment
No-mar pad protects work surface
Tool-free nose latch for quick jam clearing
Fast, easy loading
3-year warranty

Grip-Rite® tools and collated fasteners are distributed by PrimeSource Building Products, Inc.

Applications:
Baseboard, cabinet, chair rail, trim, 
moulding, & finish work

GRTAN250

PNEUMATIC FASTENING TOOLS
FINISH & TRIM

SM 800-676-7777www.grip-rite.comwww.primesourcebp.com
© 2011 PrimeSource Building Products, Inc.

GRTSTAN250
10/2011

BUILDING PRODUCTS, INC.

Other fasteners available

For best results, use®Grip-Rite  collated fasteners
Size Bright WireSKU Electro-galvanizedWire SKU Stainless Steel Wire SKU Quantity per Box

1-1/4” GRDA15L GRDA15GL N/A 4M
1-1/2” GRDA17L GRDA17GL GRDA17SSL 4M
1-3/4” GRDA19L GRDA19GL N/A 4M
2” GRDA21L GRDA21GL GRDA21SSL 4M
2-1/4” GRDA23L GRDA23GL N/A 4M
2-1/2” GRDA25L GRDA25GL GRDA25SSL 4M
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