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SUPER LIFE® 9000N Euro 


 BENEFFICIENT FULL SYNTHETIC 
MOTOR OILS 


 
SUPER LIFE® 9000N Euro Products –Beneficient Full Synthetic Motor 
Oils are especially designed for the latest of European Gasoline 
and Diesel Engines. They provide extraordinary engine 
protection under all severe driving conditions, including heavy 
load and stop- and -go conditions, rapid acceleration, sudden 
stops and high revving all push the engine to work harder, run 
hotter and high and low-temperature engine operation.  
 
APPLICATIONS: 


v SUPER LIFE® 9000N Euro 0W-20 A1/B1 is specially developed for highly stressed engines 
with maximum power output such as BMW, Volvo, Toyota, Honda.  


v SUPER LIFE® 9000N Euro 0W-30 A5/B5 is specially designed for Volkswagen, Jaguar, Land 
Rover, Audi diesel and gasoline engines where the extended oil drain intervals are 
required. 


v  SUPER LIFE® 9000N Euro 0W-30 A3/B4 is developed for diesel and gasoline engines with 
and without turbo-charging and direct injection. 


v SUPER LIFE® 9000N Euro 0W-40 A3/B4 is specially designed for Volkswagen, Audi, BMW, 
Jaguar, Land Rover, Mazda, Volvo. 


v SUPER LIFE® 9000N Euro 5W-20 is recommended for Jaguar, Land Rover. 
v SUPER LIFE® 9000N Euro 5W-30 C1 is recommended for Jaguar, Land Rover, Mazda, 


Mitsubishi, Ford. 
v  SUPER LIFE® 9000N Euro 5W-30 C2 is specially designed for Jaguar, Land Rover, Renault, 


Peugeot and also recommended for vehicles with exhaust after treatment and 
turbocharger: Toyota, Honda, Mazda, Mitsubishi, Subaru, Suzuki. 


v SUPER LIFE® 9000N Euro 5W-30 C3 is specially designed for BMW, VW, Mercedes-Benz 
Jaguar, Land Rover and Opel vehicles with exhaust after treatment and turbocharger.   


v SUPER LIFE® 9000N Euro 5W-30 A3/B4/C4 is designed for modern diesel engines with 
exhaust after treatment and turbocharger with DPF (Diesel particulate filters). It is best 
suitable for CNG/LPG vehicles. 


v  SUPER LIFE® 9000N Euro 5W-40 is developed for modern high performance diesel and 
gasoline engines in SUV’s, vans, etc. of BMW, Mercedes-Benz, Renault, Opel, Honda, 
Hyundai, Kia, equipped with DPF (Diesel particulate filters) , TWC (Three-way catalytic 
converters) as well as for EURO-4 & EURO-5 engines. 


v SUPER LIFE® 9000N Euro 5W-50 is developed for diesel and gasoline engines with and 
without turbo-charging and direct injection. 


v SUPER LIFE® 9000N Euro 10W-40, 10W-50 & 10W-60 is designed for modern 4,6 & 8+ 
cylinder multi-cam, multi-valve, naturally aspirated, turbocharged engines. 


v SUPER LIFE® 9000N Euro 15W-60 is designed for modern 4,6 & 8+ cylinder multi-cam, 
multi-valve, naturally aspirated, turbocharged engines. 
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SUPER LIFE® 9000N Euro Products –Beneficient Full Synthetic Motor Oils are recommended for 
vehicles which the following specifications are required. 
 


SAE Viscosity 
Grade 


 
0W-
20 


A1/B1 


 
0W-
30 


A5/B5 


 
0W-
30 


A3/B4 


 
0W-
40 


A3/B4 


 
5W-
20 


 


 
5W-
30 
C1 


 
5W-
30 
C2 


 
5W-
30 
C3 


 
5W-30 
A3/B4 


/C4 


5W-
40 


5W-
50 


 
10W-


40 
10W-


50 


 
10W-


60 
15W
-60 


ACEA A1/B1 x x   x  x         
ACEA A3/B3   x x x     x x   x  
ACEA A3/B4   x x    x x x  x x x x 
ACEA A5/B5  x    x x         
ACEA C 1      x x         
ACEA C 2  x     x         
ACEA C 3        x  x      
ACEA C4         x x      
ACEA C5 x    x           
API SN/SM x x x x x x x x x x x x x x x 
API CF x x x x x  x x  x x x x x x 
ILSAC GF-5 x x   x           
GM dexos1 x    x  x         
GM dexos2        x x x      
GM 4718M                
GM 6094M x               
BMW High 
Performance 
Diesel Oil 


          x     


BMW Longlife 
04 


  x     x  x      


BMW Longlife 
01 


  x x     x x   x   


BMW Longlife 
98 


        x    x   


BMW Longlife  
14 FE+ 


x x x             


MB 226.5          x      
MB 226.51         x       
MB 229.1             x x x 
MB 229.3   x x     x x x x x   
MB 229.5   x x     x x      
MB 229.31   x     x  x      
MB 229.51   x x    x x x      
MB 229.52   x     x        
VW 500.00             x   
VW 501.01          x x   x  
VW 502.00   x x    x x x  x    
VW 503.00  x              
VW 503.01    x            
VW 504.00        x        
VW 505.00   x x    x x x x x x x x 
VW 505.01        x  x  x    
VW 506.00  x              
VW 506.01  x              
VW 507.00        x        
Porsche A40    x      x      
Porsche C30        x        
Jaguar/Land 
Rover 
STJLR.03.5004 


    x           


Jaguar/Land 
Rover 
STJLR.03.5005 


     x          


Jaguar/Land 
Rover 
STJLR.03.5007 


 x              
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SAE Viscosity 
Grade 


 
0W-
20 


A1/B1 


 
0W-
30 


A5/B5 


 
0W-
30 


A3/B4 


 
0W-
40 


A3/B4 


 
5W-
20 
 


 
5W-
30 
C1 


 
5W-
30 
C2 


 
5W-
30 
C3 


 
5W-30 
A3/B4 


/C4 


5W-
40 


5W-
50 


 
10W-


40 
10W-


50 


 
10W-


60 
15W
-60 


Volvo VCC 
RBSO-2AE 


x               


Peugeot/Citroen  
PSA B71 2296 


   x      x      


Peugeot/Citroen  
PSA B71 2294 


         x      


Peugeot/Citroen  
PSA B71 2290 


      x         


Peugeot/Citroen  
PSA B71 2300 


           x    


SAAB    x            
Renault RN 0700       x   x  x    
Renault RN 0710          x  x    
Renault RN 0720         x       
Fiat 9.55535-D2            x    
Fiat 9.55535-G2            x    
Fiat 9.55535-H2          x      
Fiat 9.55535-M2    x      x      
Fiat 9.55535-N2    x      x      
Fiat 9.55535-Z2    x      x      
Fiat 9.55535-S1       x         
Fiat 9.55535-S2          x      
Fiat 9.55535-S3        x        
Opel GM LL-A-
025 


   x    x        


Opel  GM LL-B-
025 


   x    x  x   x   


Ford WSS-
M2C153 -E 


              x 


Ford WSS-
M2C153 -F 


            x   


Ford WSS-
M2C153-G 


            x   


Ford WSS-
M2C153-H 


    x           


Ford WSS-
M2C912-A/B/C/D 


      x         


Ford WSS-
M2C913-A/B/C 


     x          


Ford WSS-
M2C917-A 


       x  x      


Ford WSS-
M2C925-A 


    x           


Ford WSS-
M2C925-B 


    x           


Ford WSS-
M2C929-A 


     x          


Ford WSS-
M2C930-A 


    x           


Ford WSS-
M2C934-A 


     x          


Ford WSS-
M2C934-B 


     x x         


Ford WSS-
M2C934-C 


     x          


Ford WSS-
M2C937-A 


   x            


Ford WSS-
M2C945-A 


    x           


Ford WSS-
M2C946-A 


x               


Ford WSS-
M2C947-A 


x               


Ford WSS-
M2C948-B 


    x           


Ford WSS-
M2C950-A 


 x              
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SAE Viscosity 
Grade 


 
0W-
20 


A1/B1 


 
0W-
30 


A5/B5 


 
0W-
30 


A3/B4 


 
0W-
40 


A3/B4 


 
5W-
20 
 


 
5W-
30 
C1 


 
5W-
30 
C2 


 
5W-
30 
C3 


 
5W-30 
A3/B4 


/C4 


5W-
40 


5W-
50 


 
10W-


40 
10W-


50 


 
10W-


60 
15W
-60 


Chrysler MS-
10850 


x    x     x   x   


Chrysler MS-
10725 


         x      


Chrysler MS-6395                
Lexus LFA 
Service Fill 


          x     


Nissan  GT-R    x            
JASO DL-1      x          


 
 
BENEFITS:     


• Ultimate engine protection. Increase thermal and oxidation stability at extreme high 
temperatures. 


• Faster cold start and improve oil flow at extreme low temperature. 
• Synthetic base for added oxidation stability, improved volatility and low temperature 


properties. 
• Protect against rust and corrosion caused by severe low temperature stop- and -go 


driving. 
• Protect against harmful deposits and acid. 
• Fuel efficiency 
• Extend engine life 
• Excellent at maintaining engine cleanliness. 


 
TYPICAL CHARACTERISTIC 


SAE 
Viscosity 
Grade 


SAE 
J300  


0W-20 
A1/B1 


0W-30 
A5/B5 


0W-30 
A3/B4 


0W-40 
A3/B4 


 
5W-
20 


 


5W-
30 
C1 


5W-
30 
C2 


5W-
30 
C3 


5W-
30 


A3/B4 
C4 


5W-
40 


5W-
50 


10W-
40 


 
10W-


50 


 
10W-


60 
15W-


60 


API Gravity ASTM  
D 287 


 
35.36 


 
34.97 34.78 34.38 


 
34.77 34.58 34.97 34.58 34.58 33.80 33.61 33.80 32.08 34.38 33.61 


Specific 
Gravity  
@ 15.6 o C 
(60oF) 


 
ASTM 
D1298 


 
0.848 


 
0.850 0.851 0.853 0.851 0.852 0.850 0.852 0.852 0.856 0.857 0.856 0.865 0.853 0.857 


Viscosity 
@ 40oC, cSt 
@ 100oC, cSt 


 
ASTM 
D445 


 
41.93 


8.3 


 
59.42 
10.8 


 
58.89 
10.8 


 
84.35 
14.40 


 
43.6 
8.1 


 
54.8 
9.8 


 
53.30 
10.0 


 
61.85 
10.85 


 
66.0 
11.5 


 
85.45 
14.0 


 
137.3 
19.58 


 
87.8 
14.2 


 
126 


18.50 


 
160 


22.70 


 
185 
24.5 


Viscosity 
Index 


ASTM 
D2270 178 175 177 178 163 167 177 168 170 169 164 168 165 173 164 


Flash Point, 
oC (oF) 


ASTM 
D92 


220 
(428) 


232 
(450) 


228 
(442) 


225 
(437) 


220 
(428) 


220 
(428) 


230 
(446) 


230 
(446) 


230 
(446) 


230 
(446) 


230 
(446) 


230 
(446) 


235 
(455) 


235 
(455) 


235 
(455) 


Pour Point, oC 
(oF) 


ASTM 
D97 


-43 
(-45) 


-42 
(-44) 


-41 
(-42) 


-45 
(-49) 


-42 
(-44) 


-41 
(-42) 


-40 
(-40) 


-40 
(-40) 


-40 
(-40) 


-40 
(-40) 


-40 
(-40) 


-40 
(-40) 


-40 
(-40) 


-40 
(-40) 


-40 
(-40) 


Total Base 
Number, 
mgKOH/g 


ASTM 
D2896 8.6 8.6 10.2 10.2 10.2 5.6 7.45 10.2 10.2 10.2 10.2 10.2 10.2 10.2 10.2 


HTHS 
Viscosity 
@150°C  ,cP 


ASTM 
D4683 2.68 3.45 3.55 3.75 3.10 3.10 3.15 3.54 3.58 3.75 4.45 3.75 5.4 5.2 5.8 


Noack, wt% ASTM 
D5800 12.10 12.0 12.18 12.40 12.20 12.30 12.05 8.7 8.65 9.4 7.0 7.0 6.5 6.6 6.2 


 
 
The above characteristics are average values based on recent production.  Minor variations, which do not affect product 
performance, are to be expected in normal manufacture. 
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WARNING: 
Continuous contact with used motor oil has caused skin cancer in 
animal tests. Avoid prolonged contact. Thoroughly wash exposed areas 
with soap and water. Keep out of reach of children.  
Don’t pollute. Conserve resources. Return used oil and container to 
collection centers 
Reference SDS Number 12022 database on our website at 
www.amtecol.com OR scan the code for a direct link  






