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The HDE P1200 & P1600 Infrared Asphalt Patcher is a multi-functional asphalt heater. It can economically repair 
potholes, surface cracks, bad joints, bird baths, and around catch basins and manholes.  It can also preheat roads and 
bridge decks prior to paving, waterproo�ng and line-painting. It is easily towed to the job site as a trailer and then 
maneuvered over patch areas with a small tractor or walk-behind . 

 The highly e�cient infrared heaters can soften 2.5" of surface course  asphalt to temperatures  of 220+F in 5-10 
minutes.  This enable scari�cation, re-leveling and compaction  without burning the surface of the asphalt.   With up 
to 16 independent heat zones  the operator is able to various size patches simple by turning the heaters o� that are 
not required.   This reduces propane costs and time required to complete the repair.

The HDE P1200 & P1600 Asphalt Patcher has been used successfully in northern climates where paving becomes a 
problem in colder months of  ambient temperatures below speci�cations set out by the agencies. If asphalt cools too 
quickly before proper compaction, problems such as raveling, non-uniform consolidation and rutting, high moisture 
penetration and increased cracking may occur. A contractor can avoid costly scheduling delays waiting for paving 
approval on ambient temperatures,  and improve quality by using a HDE 1600 Infrared Asphalt Patcher to per-heating 
the base asphalt prior to surface course application.

The base model ( HDE p1200 )  is available with a  12.6’ x 6.6’  (83.2 square feet ) Infrared Heating Panel with up 
to 12 independent heat zones.    With the optional wing system the HDE P1200  can be upgraded to a HDE P1600 which 
gives you a 16.6’ x 6.6  (109.5 square feet ) Infrared Heating Panel with 16 independent heat zones.



Patented Cartridge System
HDE’s  replaceable  ceramic  car tr idge al lows for  easy  replacement  of  the  
heat ing element.   Typical  car tr idge l i fe  i s  about  1,500 hours  and can 
be changed in  less  than 20 minutes.   This  unique design prevents  the 
heat  f rom transferr ing to  the heater  plenum.  This  ex tends  the l i fe  of  
the  heater.
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Trailer Suspension
All  HDE tra i lers  are  equipped with  
rubber  tors ion axles.

Fuel
A standard 8.2 ’ x  6 .6 ’ heat ing deck  has  10 heaters  that  can be 
shut  o� indiv idual ly.   With  a l l  10  heaters  running the machine 
would cost  about  $10 -  $16/hour.   That  equals  about  an 
average of  2 .5  100 pound tanks  per  day.   By  control l ing the 
number  of  heaters  that  are  used and the pressure  of  the  
heaters  the  amount  of  fuel  used can be reduced.

 

Vaporizer
The C.G.A.  Approved vapor izer  conver ts  the  l iquid  propane to  vapor  
gas.   Unl ike  conventional  vapor  heat ing systems,  a  l iquid  system wil l  
not  f reeze  up and can operate  on one propane tank at  a  t ime at  
temperatures  of  -25°C.   O perat ing on l iquid  propane al lows the truck  
to  carr y  fewer  tanks  and al lows you to  empt y a  tank completely.

Adjustable Temperature
HDE’s  heaters  are  capable  of  running at  pressures  f rom 5 PSI  
up to  PSI .   HDE;s  unique High/Low system al lows the operator  
to  heat  the patch with  a  higher  temperature  for  the  �rst  5  
minutes  fo l lowed by  5  minutes  of  low heat.   This  a l lows the 
operator  to  reduce the fuel  usage whi le  the heat  i s  penetrat ing 
deeper  into  the a l ready heated patch.

Adjustable Height on Heat Panel
The infrared rays  are  emitted f rom the ent i re  heater  sur face  area,  this  
e l iminates  cold  spots  and al lows for  more heat  to  be  direc ted at  the  
pavement  whi le  us ing less  fuel.   The HDE P1600 has  up to  16 infrared 
heaters  that  can al l  be  control led indiv idual ly.   This  unique design al lows 
for  a  var iet y  of  heat  patterns  and the most  �exibi l i t y  when patching


