

                                                                                                             


DURALIFE® PREMIUM GREENTECH DEF 
(DIESEL EXHAUST FLUID) 


 
Duralife® Premium GreenTech DEF (Diesel Exhaust Fluid) is manufactured with 32.5% 
high-purity urea and 67.5% pure deionized water for use in Selective Catalytic Reduction (SCR) 
Emission Control Systems in diesel powered vehicles. It helps convert nitrogen oxide (NOx) 
content in diesel engine exhaust streams into nitrogen gas and water vapor for meeting the new 
2010 EPA Clean Air Act requirements and ISO 22241 specification. 
 
APPLICATIONS: 
Duralife®  Premium GreenTech DEF is recommended for use in passenger vehicles, trucks, 
construction and agricultural equipment using SCR system. 
 
BENEFITS:        


• It is a stable, colorless, nonflammable, non- hazardous fluid and safe to handle. 
• It is non-toxic, non-polluting. 


 
TYPICAL PHYSICAL & CHEMICAL PROPERTIES 
 
Appearance Colorless clear liquid 
pH 9.8 – 10.0 
Specific Gravity  1.088 - 1.092  
Refractive Index @ 20 oC(68oF) 1.3820 – 1.3840 
Crystallization point, oC(oF)  -11 (12) 
Boiling point, oC (oF), min 100 (212) 
Water Solubility 100% 
 
The above characteristics are average values based on recent production.  Minor variations which do not affect product 
performance are to be expected in normal manufacture. 
 
SPECIAL HANDLING and WARNING 
  


• DEF storage should avoid freezing or direct sunlight, it will freeze at 12 oF (-11 oC)and 
has a 7%volume expansion on freezing and begin to reduce the shelf life if the sored 
temperature above 86oF (30 oC). Optimal storage temperature: 23 oF (-5 oC)                     
to 77 oF (25 oC) and the shelf life of DEF will be 02 years. 


• DEF is not compatible and is corrosive to some metals and plastics. It should not be 
stored or come in contact with materials made of aluminum, copper, brass, zinc, lead, 
magnesium, mild steel and plastics, or metals coated with nickel. DEF is compatible with 
HDPE, high-density polyethylene and stainless steel and should be stored in containers 
free of any contaminants. 


• If DEF freezes, its efficacy will not be effected upon thawing. 







 
• If DEF spills, it is easy to clean with water.  


 
• DO NOT MIX WITH DIESEL FUEL. 


 
• DO NOT ADD WATER TO DEF. 


 
• Do not dump DEF into drains, septic system, storm sewer or onto the ground. Contact 


your local municipality for disposing DEF to protect our environment. 
 


• Avoid prolonged or repeated skin contact. Avoid contact with eyes. Thoroughly wash 
exposed areas with water. Keep out of reach of children. 


 
 
Reference SDS Number 12126 database  
on our website at www.amtecol.com 
or scan the code for a direct link 
 
 
 
 
 
 
 
 
 
 
 
 
 
  






