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Maximize Job Performance


SKT05 5-sec DIGITAL THEODOLITE


•	 Optical plummet for 
centering of point (SKT05L 
has laser plummet)


•	 Advanced absolute encoder 
system enhances measuring 
reliability and reduces power 
consuption


•	 Easy access battery 
compartment


•	 Easy-to-read dual LCD 
back-lit displays


•	 Superior optics with 5” precise 
vertical and horizontal accuracy 
and readout


Specifications
Magnification 30X


Resolving Power 3”


Field of View 1° 30’


Minimum Focus 3.3-ft (1.0m)


Angular Accuracy 5 Sec.


Instrument Weight 11 lb ( 5kg )


Dimensions
7.5” x 6.1” x 13.6” 


(190mm X 155mm X 345mm) 


26-SKT05
Includes: Digital Theodolite, 
Sunshade, Tool Kit, Rain Cov-
er, Drying Cloth, Plumb Bob, 
Carrying Case, Rechargeable 
Battery Pack/Charger, Alkaline 
Battery Tray, User Manual


26-SKT05L
Includes: Digital Theodolite, 
Sunshade, Tool Kit, Rain Cov-
er, Drying Cloth, Plumb Bob, 
Carrying Case, Rechargeable 
Battery Pack/Charger, Alkaline 
Battery Tray, User Manual


Specifications are subject to change without notice.
Las especificaciones sujetas cambiar sin nota.
Les spécifications exposent pour changer sans la notification.
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•	 Automatic power shut-off


•	 Water resistant, 
sealed construction






